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Company profile

PRXRESBEBERLBAMLTHHEATFK, RERE BIAFEAK, RIL2100N, BE—REATFE2
BRipiRMEER R, NEBRRFREEERTCHGMNELHRERS, FECRRINEBBEXBRETM. BFE
RBRE~R. FHEES. EHTE[RREERGCEGFERE, ZBR™aM, MzZERTRA. &7,
B TR Eml. RRXREBSEHFLUNEASE, UEAAPRL, EFELR. Lig. BAX,. XE. BE. &
i, BEEMBAANGHIEIMG, ELEEAESEAMENTFE BINARELSEENMRIFAMEXR.

Eaglerise Electric & Electronic (China) Co.,Ltd. was established in 1990s in Foshan, China. Now we have 90,000
square meters manufacturing plant, and about 2100 employee. Our mission is to provide our quality transformers,
power supplies and transformer parts to the global market. Our main product lines include 5 major categories and
over 300 models covering Electromagnetic mode product, Electronic mode power supply, Special type transformer,
Power transformer, transformer metal cores & components. The applications cover lighting, electricity utility, new
energy, industrial control, etc. To follow markets, and focus on customers, Eaglerise E & E opened its sales and
marketing branches in Beijing, Shanghai, Japan, USA, Germany, Bangladesh and Pakistan. Eaglerise E&E is
proud of being valuable and loyal cooperator to all its customers, suppliers and business partners.

Contact Us

(ATTPEN-

Foshan Headquarter

17 1Ly 7 B9 1 [X 18 PR AR I L AT
A3 Guicheng Science&Technology
Park,Jianping Road Nanhai,Foshan
Guangdong,528200,China
Tel:+86-757- 86256819 86253677
Fax:+86-757-86256795 86256793
E-mail:sales@eaglerise.com
Http:www.eaglerise.com

BETFLEICRE)
Sunrise Power

Transformers GmbH
Frankenstr.35 20097Hamburg,Germany
Tel:+49-40-21983677 21983678
Fax:+49-40-21983816
E-mail:info@sunrise-trafo.de
Http:www.sunrise-trafo.de

AAF A FEN)
Eaglerise Japan Co.,Ltd
5-55-7 Tanotsu Higashi-ku Fukuoka,Japan
Tel: 81-92-2925869

Fax:81-92-2925879
E-mail:wei@eaglerise.co.jp

Http: www.eaglerise.co.jp
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Delight Amorphous
Electric Co.,Ltd

Luoge Park,Chanchen Economic
Development District,Foshan,
Guangdong,China
Tel:+86-757-82523588
Fax:+86-757-82523513
E-mail:sales@delightelectric.com
Http:www.delightelectric.com

EEFRF(EEZH)
Eaglerise E&E

Inc.(Los Angeles)
660 N.Diamond Bar,Blve.,Suite
207 Diamond Bar,CA91765
Tel:+001-909-860-1880
Fax:+001-909-860-1887
E-mail:sales@useaglerise.cm
Http:www.eaglerise.com

ZIHF R BCEF)
Eaglerise E&E
Co.,Ltd.(BD)

House No.408/2,Road No.7(west side),

DOHS,Baridhara,Dhaka,Bangladesh.
Tel:00880-6662604127
E-mail:star.liu@eaglerise.com
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Shanghai Eaglerise

Co.,Ltd
LT X R E SIS 11E
11Building No 659 Yinxing Road
Shanghai 201802
Tel:+86-21-55511466
Fax:+86-21-65360569
E-mail:sales@eaglrise.com
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Beijing Eaglerise

Co.,Ltd

4e 3 5 58 X L0+ 5 42 IR K B 264459
Tel:+86-10-62669662

Fax:+86-10-62669672
E-mail:sales@eaglerise.com

EBEHEF L REHAER)
Eaglerise E&E
Co.,Ltd.(BD)

Tel: 13929955799
E-mail:sales@eaglerise.com
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Dry Type Transformer For Solar Commercial Inverter

Fat s 4
ARFFREFNATARAREESREFEARA LA AR GEFER TR OAF FAFLBEPBEMAREARES & F Sl 4R wE

Feature

This series of products applied with commercial solar inverter are necessary component to convert solar energy into electrical energy. It can be classfied
into two categories: amorphous metal core type and C. R. G. O. core type. Features include but not limit to follow:reasonable industrial electromagnetism
design,the highest quality and high efficiency. Insulation class of F/H/C are available choices.

30 270/400 50/60 F/H/C 98.8 98.4 750x350x580/500x250x470 230/200
50 270/400 50/60 F/H/C 99 98.4 850x350x680/700x320x610 230/200
75 270/400 50/60 F/H/C 99.1 98.6 850x400x580/780x390x610 230/200
100 270/400 50/60 F/H/C 99.2 98.8 850x440x630/780x390x610 230/200
225 270/400 50/60 F/H/C 99.3 98.8 850x440x630/780x390x610 230/200
250 270/400 50/60 F/H/C 99.3 98.8 920x450x840/850x550x850 23 D[ 200
260 270/400 50/60 F/H/C 99.3 98.8 950x450x860/850x550x850 230/200
280 270/400 50/60 F/H/C 99.3 98.8 980x450x860/880x550x850 230/200
500 270/400 50/60 F/H/C 99.4 98.8 1050x700x1250/1210x590x1100 230/200

= 4 7% Yyn0,Yy0,Dyn11,Dyn5. Common connection way: Yyn0,Yy0,Dyn11.Dyn5.
= £ b, B 480540 N/ 4 i Multivoltages available: input/output.

w ik 4| B <+ & 54 & 40 4 Specialsize and efficiency available.

Bk EA S AR AEESRY, THREEZ P ZREM,

The above parameter is only for reference as typical data, customer-made is subject to customers request.
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Reactor For Solar Commercial Inverter

ATEARMEARECELS T, £FH, BEHFA. FRTHME, BTHEF,

Feature

Used in commercial solar inverter as flat wave and filtering. The product advantage is low no-load loss and high operating efficiency.

Z A& 4% & Three-phase Reactor

phase

2 25 50 F/H 250x180x300 30

1 50 50 F/H 250x200x350 40
0.9 70 50 F/H 350x180x340 95
0.4 120 50 F/H 350x240x340 115
0.3 240 50 F/H 450x240x340 130
0.13 600 50 F/H 580x440x520 280
0.3 540 50 F/H 520x420x620 380
0.15 1070 50 F/H 610x450x750 670
0.12 1392 50 F/H 890x400x850 960
0.75 45 60 F/H 230x180x200 18
0.5 115 60 F/H 300x230x200 50
0.375 225 60 F/H 380x300x340 135
0.175 370 60 F/H 420x320x350 150
0.075 1070 60 F/H 540x420x670 410

Reactor

'xs;r-"l-

0.75 45 60 F/H 130x170x1590 12
0.5 115 60 F/H 300x230x250 20
0.375 225 60 F/H 210x230x320 70
0.175 370 60 F/H 420x320x350 60
0.3 540 50 F/H 340x350x400 130
0.15 1070 50 F/H 400x380x540 250
0.12 1392 50 F/H 420x460x570 330
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Toroidal Transformer For Solar Residential Inverter Amorphous Choke For Solar Residential Inverter
P i
TAFPAAMBERKCEER S, #ARE, LA, BAFHA, FRERMED, SHRAEH, BRNKEPLNUEATEI7.5%0 L, ATPAKMELLERS T HAFR, BEFFA, FHRAACOLERKEHAE, BAML L, REK, BEAERE D,
Feature Feature
Used in residential solar inverter for isolation , voltage transformation and filtering , low no-load loss and high efficiency are all its advantages. Both Europe Used in residential solar inverter for flat wave and filtering. Made of CD type amorphous core, the product advantage is low high-frequency loss. Low
and CEC efficiency reach 97.5% or higher. inductance data warp.

1100 =97.5 =210x115 UL/CE/CQcC

LCO010 5-10 0.5-7.0 105x65x90
2000 =97.5 =230x120 5.9 UL/CcE/cac

LCO015 10-15 0.5-7.0 130x80x90
2500 =97.8 =240x125 21.9 UL/CE

LCo020 15-20 0.5-5.0 140x80x90
3000 =97.8 =240x130 23.5 UL/CE

LCD025 20-25 0.5-5.0 140x80x90
3500 =97.8 =240x135 25.7 UL/CE

LCO030 25-30 0.3-5.0 140x80x90
4800 =98.2 =290x135 41 UL/CE

LCO035 30-35 0.3-5.0 165x120x90
5200 =98.2 =290x135 43.6 CE

LCo040 35-40 0.3-5.0 165x120x90
6000 =98.2 =290x140 43.6 CE

LCO045 40-50 0.3-5.0 165x120x90
8000 =98.2 <300x150 43.6 CE Sz o

Bk ER SR AR AAEEE, TREEZP EREH,

10000 =885 =300x150 43.6 CE The above parameter is only for reference as typical data, customer-made is subject to customers request.
12000 =98.5 =300x150 43.6 CE
15000 =98.5 =300x150 43.6 EE

Fieh ERHAR A ABEEE, TREEZP EREZMH.

The above parameteris only for reference as typical data, customer-made is subject to customers request.

03 04



S PXIRBSRHERAD
EAEL R‘SE EAGLERISE ELECTRICAELECTRONIC (CHINA)COL, LTI

PORKTRGRE T B A k4R R PRAAKMBREEREEARAREL

Sendust Choke For Solar Residential Inverter High Frequency Isolation Transformer For Residential Inverter
F ok b FEoudE
AT hhEArafE TR, HAFE, BEEHA. FLAMGERUMGHE, LARMBRDL, REIEHS, MABBKSH FFRABRMRL, KEMAPHAFRERBTARLIY), KENETE,
Feature
Feature The product is made of nanocrystalline core, which has low iron loss,high saturation magnetic flux density(1.2T or higher at high temperature) and high
Used for residential inverter, work as flat wave and filtering. Made of sendust magnetic core, low high-frequency loss and low noise are major features. magnetic conductivity.

1000VA 16-20 150-200 300-400 D80x45
2000VA 16-20 150-200 300-400 @85x50
LHO010 5-10 0.5-7.0 D75x45 3000VA 16-20 150-200 300-400 @105x50
LHo015 10-15 0.5-7.0 ©80x50 s 26720 5020 Shirinid it
5000VA 16-20 150-200 300-400 @110x80
LHO020 15-20 0.5-5.0 ®90x52
LH0025 20-25 0.5-5.0 ®100x55 Aol B R AR A, #E5E, TREEP BRI,
These data of this table are typical values of standard versions. Other various types are available on customers request.
LHO030 25-30 0.3-5.0 @120x58
LHO035 30-35 0.3-5.0 ®130x75
LHO040 35-40 0.3-5.0 ®145x70
LHO045 40-45 0.3-4.0 ®145x80

Rl E AR AAFAE, AL, TRBEP BREM.
These data of this table are typical values of standard versions. Other various types are available on customers request.
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Transformer With Split Winding For Solar Energy Transmission Cabinet Type Tranformer Station
ok s Jal it B
AR FESENARARLEFAREEAN, 2RAAFARERLESATTH IO, BEASHATHIADZEIBSATAERAREAKR ARFFRAALHABRT, AR, SABAETEOERS, BRAFREESR, RTERIEALES, 2505 NAK MRLSF AR
R, FPRENAFAZESHTARLTES, AV 4R SARTANEREFT RO, EEM, TRAKFGRE SRS T TR Y T,
Feature Feature

: . : : i ; ; s 5 The transformer is isolated with ground-connected enclosure. Without any conductive component on enclosure surface, the product protects human safety
Special used for solar energy transmission with two categories: oil immersed with amorphous metal core and dry-type with C.R.G.O core. It can be divided . o o . . i X
effectively. Used for solar energy transmission, the transformer is indispensible component for converting solar energy into electric energy.

by materials of the core for split winding transformer and conventional distribution transformer, the split winding is the most reliable and economical
model among existing designs.

B & 48 & 42 R HL#& Technical data for European Cabinet Type Transformer Station
2 3k fh -2 X (10kV/20kV/35kV) !

Oil immersed Transformer with amorphous core type(10kv/20kv/35kV)
; ; - | : | N,
Gl [ wEmz | wres s W FEEs | mres | iEs 1% m¥ | s
Rated Rated KA iR e | Rawed gﬂﬁ%ﬁ e Fa At
Max Operation Rated reaking No- rrent ranci Noise
500 50/60 A 98.8% 1780x1240x1600 2950 F(EQUEHC}'{HZ) Vo.l’tﬂg_e(kl") Voitage{k‘/} Current{A) T;g:%?ﬁ(% VOI‘!{’(V} ofmaianrcu:‘t(A} Current(A} 1PCl. Level
630 50/60 A 98.9% 1820x1240x1600 3060
2x270/10000 6 6.9 400 220 50 50 #EEIP33
1000 2x270/20000 50/60 A 99.1% 2010x1100x1720 4400 50 10 11.5 630 2500 gﬁ ~ ~ ¥EEP23 | <5848
35 40.5 1250 800 4000 800 R EIP33
1260 50/60 A 99.2% 2030x1130x1800 5200
# X 48 TH AR MM Technical data for American Cabinet Type Transformer Station
FAREME 52 E(10kV/20kV/35kV) HH MELRE HETHEE g% A BIA - TIRE R U 2 4 %é
Dry Type Transformer with C.R.G.O core type(10kV/20kV/35kV) Rated Rated Operation Rated Rated Power Frequency .
ftem Voltage(kV) Volt(kV) Po wg r?k VA) Current(A) Withstand Voltage IPClass Tgv%‘
- AT " T ' (kv)
: ) | neutanionci. | eicencyts) | eserence sfmm) | 5
z ' High-Volt 4d 12 5-630 35 Ip33
500 2x270/10000 50/60 F/H 98.7% 1500x920x1600 2100 Uit 10.5
500 2x270/20000 50/60 F/H 98.4% 1650x920x1650 2300 ap—
630 2x270/10000 50160 F/H 98.7% 1540x920x1640 2260 Transformer 30-1600 35 IP54 =58d8
630 2x270/20000 50/60 E/H 98.4% 1700x920x1800 2400
1000 2x270/10000 50/60 F/H 99% 1710x1170x1670 3170 AN
Low-Volt 0.4 50-2500 5 IP33
1000 2x270/20000 50/60 E/H 98.7% 1880x1170x1670 3300 Unit
1260 2x270/10000 50/60 F/H 99% 1770x1170x1800 3650
1260 2x270/20000 50/60 F/H 98.8% 1950x1170x1960 3850
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Transformer & Reactor All-in One

Jalt X

AFSH A BB LBRERI AT EEF, f#A "TEAELARE S I—AN" . FNNATAAMEBEETZERiTEREEN. AFSLS
MO HEENETAE, BFSALAEKSD, REF L. HEE, EAHAEZTREAMSL.

Feature

Used in solar commercial inverter, the product intergrates a filtering choke into a transformer, so called “transformer and reactor all-in one”. Designed
with reasonable structure, the product has advantages of small dimension ,low noise, high efficiency and being stable in operation.

EEBEERB251—HA
Transformer & Reactor All-in One
o o
10 270/400 18 F/H/C 400x310x295
30 270/400 18 F/H/C 97.6 98 570x410x560 300
50 270/400 18 F/H/C 98 98.4 600x430x660 400
100 270/400 18 F/H/C 98.5% 98.7 740x480x580 600
250 270/400 18 F/H/C 98.7% 99 950x530x800 1000
500 270/400 18 F/H/C 99% 99.2 1100x650x1100 2070
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Reactor For Wind Turbine Converter

Jab L -3

AR FRAENARBEACTRABTEAAT RS, TE25ARALRBERAKSLRE, LATHE, 8%, HEHFFHL, A5, Kibd
RERBEAAFAGEMMAG, LAREABE A, AR RETEALSRESA T, RALBMKEA,

Feature

This is a new generation of products developed for wind turbine converter. It can be classified into two categories: air-cooling reactor and water-cooling
reactor. Being reliable, stable and of high efficiency are major features. Moreover, water-cooling reactor has good performance in anticorrosion and
lowering temperature rise by using stainless steel materials and mounting cooling panelin winding.

RAaaL T REARNACRE
Air-cooling Reactor For Wind Turbine Converter
2 25 50 F/H 250x180x300 30
1 50 50 F/H 250x200x%350 40
0.9 70 50 F/H 350x180x340 95
0.4 120 50 F/H 350x240x340 115
0.3 240 50 F/H 450x240x340 130
013 600 50 F/H 580x440x520 280
0.3 540 50 F/H 520x420x620 380
0.15 1070 50 F/H 610x450%750 670
0.12 1392 50 F/H 890x400x850 960
RAEE BT ABAKSERE
Water-cooling Reactor for Wind Turbine Converter
Larcent(d) Reference Size(mm)

0.04 700 F/H 300x180x350 36
0.096 800 F/H 400x250x400 5
0.192 800 F/H 450x320x400 9

0.17 950 F/H 450x320x700 8
0.093 1500 F/H 550x400x630 10
0.075 2040 F/H 700x470x720 10

10
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Transformer For Wind Turbine Pitch System

RSN 5 B B S )4 ERGECETE
C.R. G. O automatic cutting machine Amorphous metal core product line

Foudk

AR TEREHE R, FALE, BE. BAEFHEA, BARALAEFRRRERACET AR, “HudsH, 2K, £AFF
K #FVEEZERTAREEAKREL,

Feature

Used for wind turbine pitch system, works as isolation ,voltage transformation, filtering , anti-surge protection. Features include anti DC current
saturation and anti-inrush surge, high efficiency, low noise and long service life. It has two type: toroidal transformer and dry type transformer.

# # % JE £ Toroidal Transformer

1 =95 170x90 9

2 =96 205x95 14

’ — S - Lk E £ 3 5 48 5K 4% [ 45 2 4
4 =96 260x125 30 Testing lab Digital foil type winding machine
4 =97 285x130 35

5 =98 295x140 41

6 =98 300x145 43.2

F X & JE BDry Type Transformer

3 =95 270x160x240 35
4 =96 240x170x250 41
5. =897 300x170x270 50
6 =97 300x170x270 55
8 =98 300x170x270 65 .
%4 SNEC L KPRBE X KR
10 =98 300x170x270 70 Workshop SNEC PV Power Expo (2011)

Fivh LB AR AT A4, #AA, TREBEZF EREM,

11 These data of this table are typicalvalues of standard versions. Other various types are available on customers request. 12
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